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AN IMPROVED ELECTRO-MOTOR.* 

By THEODORE WIESENDANGER. 

While recently many minds have been at work, with more 
or less of success, to produce improvements in dynamo- 
generators of electric energy, very few have given their 
special care and attention to the development of the elec- 
tro -motor. Experience has taught us hitherto that the effi- 
ciencies of one and the same machine for action and reac- 
tion, or for use either as a generator, or by the inverted 
process as an electro-motor, stand in a certain and direct 
proportion to each other, or that our most efficient genera- 
tors, such as the Siemens, Brush and Gramme, machines 
prove also the most effective motors, and on the other hand 
that inferior dynamo-machines invariably are inefficient 
motors. It would, however, be hazardous to conclude from 
these results that this rule should hold good for all future ma- 
chines, and from the results of researches I have recently 
made, I come to the conclusion that the motors which are to 
supersede those now in use could not be employed as gen- 
erators. Dynamo-machines, such as now constructed, only 
prove efficient when their field-magnets are able to retain at all 
times (e. g., even when the machine stands at rest) a certain 
and very considerable amount of residual magnetism, and 
for that reason their cores are made of retentive material, 
hard cast iron, as is the case in the Brush and Gramme ma- 
chines; or if the cores consist of soft iron they are attached 
to large masses of hard cast iron. in such a manner that the 
latter are inclosed in the magnetic circuit, and form part of 
the cores., 

Generators of the same kind, whenl made small in size, 
have cores much larger and heavier in proportion, and, 
moreover, the baseplate, or, as in the Weston machine, a 
heavy retentive cylinder, is made to form a portion of the 
field-magnets. But all efforts hitherto made to produce 
efficient small dynamo-machines with cores of soft iron 
only, have resulted in absolute failure, although men of the 
highest genius have made repeated and prolonged efforts 
to solve that most difficult of problems. 

These curious facts conclusively prove that the theory 
explanatory of the action of dynamo-machines, as now uni- 
versally adopted, viz., the theory of inductive action and 
reaction between the field-magnets and the armature, can- 
not any longer be considered complete or satisfactory; for 
even wrought iron, especially when occurring in large 
masses, always contains an appreciable amount of residual 
magnetism, more especially after it has once been subjected 
to strong magnetization, and if the above theory were cor- 
rect and complete, then the smallest possible amount of 
residual magnetic energy, augmented by repeated action 
and reaction, would be sufficient for the starting of such a 
machine to action. This, however, experience proves not 
to be the case, and the theory, although stoutly adhered to, 
must be either abandoned or amended. 

The inventors of the most recent electro-motive engines 
have worked-perhaps unconsciously-upon the idea that 
the construction and action of electro-motors are based al- 
together upon the same laws as those of dynamo or mag- 
neto machines, and, in accordance with that assumption, 
the field-magnets of the Desprez motor are made to consist 
of large and heavy masses of magnetized steel. 

Experimenters have also for a long time past clung to 
the idca that the efficiency of an electro-motor-or the 
ainjuLnt of energy to be obtained from stclh a maclhinie by 
means of a current of given strength circulating in the coils 
of its armature only-bears a definite alnd direct proportion 
to the magneto-inductive power of its field-magnets, alnd 
that an increase of power in the field-magnets alone mutst 
necessarily produce greater capabilities of the machinie. 

This, however, is a mischievous theory, because erron- 
cous in its very principles, and development would only 
lead to the hypothesis of perpetual motion. On the con- 
trary, starting from the consideration of the fact that a very 
small magnetic needle, if acted upon by one of the poles of 
another and very powerful magnet, has its polarity des- 

*A paper read before the British Association. 

troyed or reversed, and that if one of its poles, say the N 
pole, is presented to a similar (N) pole of the large mag- 
net, the former will instantly lose its characteristic qualities 
and be attracted by its overpowering opponent, we can only 
come to the one rational conclusion that the power or the 
field-magnets of an electro-miotor, as compared to that 
of the magnet or magnets constituting its armature, 
should not surpass the limit of some certain ratio, to be 
determined yet by experiments carefully conducted, and 
that, if it surpasses the limit, the capabilities of the ma- 
chine must be impaired. Acting on this principle, I have 
constructed a motor in wlhich the power of the field mag- 
nets is as nearly as possible equal to that of an armature, the 
core of the former being very light and made entirely of 
soft iron; and the satisfactory results obtained from this 
machine are a sure sign that further investigation of the 
subject and experiments made with a view of determining 
the exact ratio of power between the magnets and armature 
vill result in further improvement. 

Another and very important consideration in the con- 
struction of dynamo-machines and electro-motors has 
not yet received that care and attention from scientific in- 
vestigators which would lead to immediate progress. It is 
the method of motion of the revolving armature with regard 
to its approaching to, or receding from the poles of the field- 
magnets. In nearly all the machines now constructed the 
polar faces of the cores of the field-magnets and those of the 
armature are of such a shape, and the latter is caused to re- 
volve in such a manner, that only in a small portion of 
the revolution its poles either approach the poles 
of the field-magnets or recede from them. But the most 
successful production of induced currents xvill be achieved, 
and the greatest amount of power will be derived from a 
motor, if attention is paid not merely to the one condition, 
that the armature shotuld revolve in the most highly con- 
centrated magnetic field possible, but also that nearly the 
entire motion of the revolving armature shotuld be either 
one of approach or of withdrawal. Let us first of all con- 
sider the case of a machine with two poles only of field- 
magnets and two poles of the revolving armatture. 

It is usual to give the active faces of the former such a 
shape that a section of the same represents a portion of a 
true circle. See Fig. 7. 

In the ordinary machines now in use the radius of the 
circle described by the outline of the revolving armature, 
and that of the larger circle described in portion by the sec- 
tion of the inner or active faces of the poles are nearly the 
same, and the two circles are concentric. (See Fig. 7.) 
The pole g of the armature only approaches the pole A of 
the field-magnets wlhile moving from c to d, or wlhere the 
intensity of the magnetic field of A is at its minimum. 
When continuing its motion from d to r and to f' the pole 
g can no longer be said to approach A, because the dis- 
tance between the respective surfaces remains constant. 

I therefore propose that the devices shown in Figs. 9 and 
6 should be adopted. The radius of the circle, part of 
which is formed by the section d, r, c, is considerably 
larger than that of the circle described by the outline of 
the field of motion of the armature ; d, r, c is, moreover, 
considerably less than the half of a circle and the three 
circles d, r, c, f, e, h, and that described by the outline of 
the field of motion of the armature are not concentric. The 
pole g of the armature, when in motion, approaches the 
pole, A, not only in its course from e to C, but also when 
in the most intense magnetic field of A, viz., whilst moving 
from C to z and d. Fig. ii represents a section of the field- 
magnet's cones E F and G H, and pole's pieces N and S cast 
in two halves and mounted on a base board, to which they 
are fixed by the two bolts R and T. The same principles 
may be applied to machines with field-magnets of more 
than two poles (see Fig. 3) ; or the armature itself may be 
made of such a shape as to work under the conditions 
above stated (Fig. 4). But even if the poles of the arma- 
ture and those of the field-magnets are of the ordinary 
shape, a machine with more magnets will be more perfect 
in its action than one with two poles only. Fig. IO illus- 
trates a machine in which the armature during nearly the 
whole of its motion either approaches to or recedes from 
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the pole of the field-magnets. In such machines the mo- 
tion of the poles of the armature is also more in a line, co- 
incident with the line of attraction as exercised between the 
two systems of poles; while in machiines with field-ma(gnets 
of two poles only the motion of the poles of the armn'a.ture 
is at times at angles of 45 degrees to one degree fromii the 
direct p1ull. 

I may, perhlaps, be allowed to call attention to another 
mnatter of importance, awvaiting further researclh. WVe find 
that in the three types of dynamno-machines, as constrtucted 
by Siemens, Gramme and 'Wilde, the relative positions of 
the axes of the field-magnets and those of the armiatures are 
altogether different. Yet the tlhree systems work well. 
We are unable, however, to state witlh certainty whliclh po- 
sitions of the axes are the best, or lwAhy any one of these 
positions should be better than the otlhers, and in the face 
of experience, the theory of tubes or lines of force is little 
more than a hypothesis, with all its diffuision, vagueness 
and uncertainty. 

Having so far considered general principles chiefly, I now 
beg to describe this motor (Fig. 5). A B C D is a wood ell 
baseboard, E F G H a frame, consisting of the twvo parallel 
round rods F E and G H, and the two flat bars F G and 
E H, maade of the best wrought iron, and carefullll soften- 
ed. Tlhe four bars are screwed togyethier at tlle corners, and 
supportedC ) fouir brassbrackets over tle l)sel)oard. Thlese 
inner rods form tle compouind core of tlel field magnets, 
a combination, as it were, of two lhorseslhoe ma'lunets, wlhose 
similar poles (S S and N N) form tlle jutnctions. Thus Nvre 
hiave practically two poles only, a S and a N polc. Six coils 
of insuilated copper wire are wound over the different por- 
tions of this core, shown in the drawing ; the active polc- 
pieces are left exposed for a long distance, bearing no coils, 
Tlhespindle P L, whiclh carries a Sielmens armature of the 
old form, or an armature witlh a comiipouniid tubulahr core; 
the commutator and pulley trayerses the flat crossbar F 1-I. 
The core of the armiiatutre is made of slheets of clharcoal-ir-on, 
and it bears a coil of stotit insuilated copper wire. The comil- 
mutator is of the ordilnary kind, consisting of two lhalf-tuibes 
of bI-ass, inlsuilated from eaclh otlheralud froIml the spindle, ald 
eachl forming one of the terminals of the coil. Fig. 2 
represents a sectional viewv of a compouniid nmaclhine, actinlor 
on the sanme principles- Fig. i is a viewv of the tvo-end 
castings wvhiclh lhold the field-ma(rnet. Tllis machine coln- 
tains a system of six field-magnets and six poles, and a 
compound armature with six poles. The current is to be 
reversed six times for each revolution, and to accomnplish 
this I have devised the followving commutator (see Fig. 8): 
-In these machines, also, the poles of the field-magnets or 
those of the armatture may be of such a shape as to be 
nearly always approaching to, or receding from, each other, 
while in active motion, 

The developm1ent of most imnportant machines is destined 
to reach a certain stage of perfection, when further improve- 
ments cannot be accomplished by the inventor unaided; 
the second and important factor needed then is the co-op- 
eration of inventive and investigative talent with capital, 
This stage of perfection has been reached in the steam- 
engines, gas-engines, printing-machinery, etc., and it may 
be said to be rapidly approached by the progress made in 
dynamo-nmachines and electro-motors. 

The development of the latter machines is followed by 
the scientific world with greater interest, ancd it evokes 
more eager expectations than that of other machinery, 
chiefly because it is not, and cannot be, identified with the 
solution of a problem limited within the confines of mechan- 
ical difficulties and commercial interests, but necessitates 
a further and deeper investigation into that great and subtle 
power, electricity, whose manifestations are so striking in 
their effects, so mysterious in their nature, so promising of 
great results in an immediate future, so fertile a field of re- 
search to the pioneer of science. 

BRITISH ASSOCIATION FOR THE ADVANCE- 
MENT OF SCIENCE. i88o. 

THE Britislh Association for the Advalncement of Science 
met at Swansea on the 4th of September last, uinder the 
presidency of Dr. Ramsey, wlho took as the subject of his 
address, "The Recurrence of Certain Geological Plieno- 

mena in Geological Timre." His object appeared to be to 
show that all lnown geological for-mations haave been pro- 
dluced tinder plhlysical circumnistances closely resemilbling, if 
not idcntical, wvith those wvitlh lviiCh we are m1orC or less 
familiar. Throtuglh the variouis geological epochls he traced 
this idenititv of operations in respcCt to the mlletamorpliism 
of rocks, thie products of volcanoes, the upheaving, and cle- 
nutdations of milouIIItain chains, the dleposit of great inkwzd 
eweas of salt, a recurrence of freslh-wa;ter coniditions in lakes 
and estuiaries, an(I glacial inilutiences. Ilis conclusion was 
tlhait from the Laurentian epoclhs (IowN-n to the present dlay 
all plysical events in thie hiistory (f the earth have varicd 
neither in kind nor in intensity fromIn those of wlhiicl we now 
have experience. 

The conclusions (drawnvi fromi this alddress are summnied 
Uip in the closino wvords of Professor RZanmsey's discouirse. 
as follows: 

In opening this a(ddress, I began xvith the subject of 
the oldest metamorphic rocks tllat I lhave seen-the Laur- 
entian strata. It is evident to every person who tlhinks on 
the subject that their deposition took place far from the be- 
ginning of recognized geological time. For there must 
have been older rocks by the degrradation of wvhich they 
were formed. And if, as some American geologists affirm, 
there are on that conitinent metamorphic rocks of more 
ancient dates than the Laurentian strata, there muist have 
been rocks more ancient still to afford materials for the de- 
position of these pre-Laurenitian strata. Starting with the 
Laurentian rocks, I have shiown that tlle plhenomena of 
metamorphism of strata hiave been continued from that 
date all througli tlle later formations, or groiups of 
formations, dowvn to andl ilncluding part of the Eo- 
cene strata in some p.arts of the world. In like 
manner I have slhovn that orclinary volcanic rocks 
have been ejected in Siluirian, Devoonian, Carboniferous, 
Juirassic, Cretaceo-ooliiic, Cretaceotus, Eocene, Miocene, 
anid Pliocene times, and from all that I have seen or read 
of these ancient volcanoes, I lave no reason to believe that 
volcanic forces played a rmiore important part in any period 
of geological time thlan they clo in this our modern epoch. 
So, also, moutntain clhains existecd before the deposition of 
the Silulrian rocks, others of later date before thie Old Red 
Sandstone strata were formde, and the chalinl of the Ural 
before the deposition of the Permain beds. The last great 
upheaval of the Alleglhany Mountuains took place between 
the close of the forrmation of the Carboniferous strata of 
that region and the deposition of the New Red Sandstone. 
Accorclinig to Darwini, after various oscillations of level, 
the Cordillera uncderwenlt its chiief upheaval after the Cre- 
taceous epoch, ancl all geologoists know that the Alps, the 
Pyrenees, the Carpathians, the Himalayas, and other moutn- 
taini chains (wvhiclh I hiave namiied) uniderwent what seems to 
have been their clhief great upheaval after the deposition of 
the Eocene strata, wlhile some of themii were againi lifted up 
several thouisalnds of feet after the close of the Miocene 
epoch. The deposition of salts from aqueous solutions in in- 
land lakes aind laaooiis ap)pears to have taken place through 

.all time-througlh Silurian, Devoniani, Carboniferous, Per- 
mian, Triassic, Jturassic, Cretaceous. Eocene, Miocene, and 
Pliocene epoclhs-and it is (going oni now. In like maniner 
fresl-water and estuarilne condclitions are found now in one 
region, now in another, throuLghout all the formations or 
groups of formations possibly from Silutrian times onward 
and glacial phenomiiena, so far fromii being confined to wlhat 
was anid is generally stili termed t/e Glacial Epoch, are 
now boldly declared by independent witnesses of known 
high reputation, to begin with the Cambrian epoclh, and to 
have occuirred somewhlere, at intervals, in variotus forma- 
tions, froim almilost the earliest Pakeozoic times down to our 
last post-Pliocene " Glacial Epoch." 

If the nebular hypotlhesis of astronomers be true (and I 
know of no reason wlhy it slhould be doubted), the eartlh was 
at one time in a purely gascous state, and afterwards in a 
fluid condition, attended by intense hcat. By and by con- 
solidation, due to partial cooling, took place on the sur- 
fate, and as radiatioi. of leat Avelnt oni the outer shiell thick- 
ened. Radiation still going oni, the interior fluid matter 
decreased in bulk, and, by force of gravitatioln, the outer 
shell being drawni towards the interior, gave way, and, in 
parts, got crinkled up, and this, accordiing to cosmogonists, 


	Article Contents
	p. 170
	p. 171
	p. 172

	Issue Table of Contents
	Science, Vol. 1, No. 14 (Oct. 2, 1880), pp. 165-176
	[Editorial] [pp. 165-166]
	American Association for the Advancement of Science. 1880 [Proceedings of the Annual Meeting]
	On Patent Laws as a Means for the Advancement of Science [p. 166]
	The Mean Ratio of Oxygen to Nitrogen in the Atmosphere [p. 166]
	Maxima and Minima Tide-Predicting Machine [pp. 166-167]
	On the Deficiencies of Meteorological Work in Data of Value to Agriculture, and Means for Supplying Them [p. 167]
	Preliminary Account of a Speculative and Practical Search for a Transneptunian Planet [pp. 167-169]

	An Improved Electro-Motor [pp. 170-172]
	British Association for the Advancement of Science. 1880 [pp. 172-174]
	Relation of Vermont Archæology to that of the Adjacent States [pp. 174-175]
	The Indian Census [p. 175]
	Experiments on the Strength of Yellow Pine [pp. 175-176]
	Books Received
	Review: Mortuary Customs among the North American Indians [p. 176]




